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OCTOPUS 036A Segmentric 
User Guide
OCTOPUS 036A Segmentric Introduction                                                                 

OCTOPUS 036A Segmentric is an easy-designed type of digital tube electronic building block with 0.36 inches common anode display, used for simple numbers or numbers with decimal point display.
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1、Hardware and Software Preparation                                     
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Hardware：
1、 Arduino UNO mainboard
2、 OCTOPUS 036A Segmentric
3、 Dupont line
4、 USB cable(As shown in figure(2)above)

Software：

1、 OCTOPUS_036ASegmentric_DEMO （test code）
2、 Arduino IDE(1.0.5) （test software）
2、 Test procedures                                                     

1、Hardware physical connection, as shown in figure (3) as follows:
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OCTOPUS 036A Segmentric and Arduino UNO Wiring Table
	OCTOPUS 036A Segmentric
	Arduino UNO 

	G
	GND

	V
	+5V

	DIO
	D3

	CLK
	D2
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2、Download the file of  “OCTOPUS_036ASegmentric_DEMO”at our official website.
3、Unfold “OCTOPUS_036ASegmentric_DEMO”and there are two folders contained. One is “OCTOPUS_036A_Segmentric_TEST” and the other one is “OCTOPUS_036ASegmentric_Library”.Move the library folder to “Arduino IDE（1.0.5）Libraries” first.  

4、Open folder “OCTOPUS_036A_Segmentric_TEST” to enter into Arduino IDE(1.0.5) interface and then it will appear the picture like figure(4) as follows. 
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5、Compile code. As shown in figure (5).
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6、Choose the board and serial port for programming code. As shown in figure(6), (7).
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7、Program and run code. As shown in figure(8) as follows.
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8、Test result is that the four points and the number "8" in digital tube are alternately illuminated. As shown in the following figure (9), (10).
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